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1.0 INTRODUCTION

The purpose of this Engineer’s Report is to present data and information relative to the existing
wastewater system and proposed alternatives at the Brigham Lane Mobile Home Park, hereafter
termed the “project site”. The project site is located at 35 Brigham Lane in the Town of Ulster, Ulster
County, New York.

The project site is identified by tax parcel ID 39.15-3-31 in the Town of Ulster and is located in zoning
district R-30, which is for residential uses. The total parcel size is 6.10 acres, which includes all the mobile
homes, roadways, and perimeter forested area. There are a total of 48 single-wide homes located on
the site. The park was initially started in the 1970’s with 38 homes that were served by a water storage
tank located to the west of the park. At this time, the main septic system was installed with a series of
septic tanks and pumps that discharge to an on-site leach field. In the 1980’s, 9 additional homes were
added to the park along the western edge. These homes had separate septic systems installed consisting
of septic tanks and drywells. In 2017, a new municipal water main was installed adjacent to the park and
a new 2” service line was installed to the existing pump house on the east end of the site.

GPI performed a site visit in November 2025 and met with the Owner to develop an understanding of
the existing wastewater system on site as usable record plans are not available. An Existing Conditions
Plan was developed to show the existing water and sewer system on site. This plan is included in
Appendix B.

Included in this Engineer’s Report are the following:
e Description of the existing wastewater system;
e Proposed Alternatives Analysis;
e Opinion of Probable Cost

Criteria outlined in the Great Lakes Upper Mississippi River Board of State Public Health and
Environmental Managers (10 State Standards), “Recommended Standards for Wastewater Facilities”,
2014 Edition, and NYSDEC Design Standards for Intermediate Sized Wastewater Treatment Systems,
2014 have been considered in the development of this report.

2.0 PROJECT PLANNING AREA

2.1 Project Location

The project site is located at 35 Brigham Lane in the Town of Ulster. The site is located in the northern
portion of the Town of Ulster off Leggs Mills Road between the NYS Thruway and Route 9W along the
Esopus Creek. See the attached Site Location Map in Appendix A.

2.2 Environmental Resources

Soils

The United States Department of Agriculture (USDA) Soil Conservation Service (SCS) Soil Survey for
Ulster County was reviewed and identified surficial soil conditions for the study area. The SCS identified
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the presence of one main soil type described below, “Su” within the project area.

The SCS defines the map unit “Su —Suncook loamy fine sand” with 0 to 3 percent slopes. This component
is on flood plains. The parent material consists of sandy alluvium derived mainly from varying amounts
of sandstone, conglomerate, granite, gneiss, and quartzite. Depth to a root restrictive layer is greater
than 60 inches.

Wetlands and Watercourses

The NYS Environmental Resource Mapper was used to determine the proximity of wetlands and
watercourse to the project site. There are no state or federal wetlands adjacent to the project site
identified in the mapper. The project site is located near the Esopus Creek and the closest portion of the
parcel is approximately 200 ft away from the edge of the creek.

Floodplains
FIRM Panel 0480E was reviewed and the site is located within Zone AE of the 100-year flood and the
southeastern portion of the site is located within the floodway.

Cultural Resources

A review of the New York State Office of Parks, Recreation and Historic Preservation’s (NYSOPRHP) GIS
Public Access Map, identified that there were no potential cultural resources present within the project
area.

Threatened and Endangered Species

Based on a review of the New York State Department of Environmental Conservation’s Environmental
Resource Mapper and the USFWS IPaC Screening Tool, the USFWS IPaC website indicated that the
federal protected species potentially occurring in the project area include the Northern Long-eared Bat,
the Tricolored Bat, and the Monarch Butterfly. These animals listed are assumed to be protected bat
species, however, further coordination with the NYSDEC Natural Heritage Program will define, which
species are potentially present.

Environmental Quality

According to the NYSDEC InfoLocator Database the project site is not listed as an environmental cleanup
site. The project site is part of the Ulster MS4 for stormwater discharge.

3.0 EXISTING WASTEWATER SYSTEM

3.1 Wastewater Treatment System

There are multiple wastewater treatment systems located at the Brigham Lane Mobile Home Park.
Homes 1, 1A, and 2-4 are connected to a 1,500 gallon septic tank that pumps to a second 1,500 gallon
tank that collects wastewater from homes 20-26 and then discharges to the main leach field for the
majority of the park. Similarly, homes 5-11 discharge to a 1,500 gallon septic tank and are pump to a
second 1,500 gallon tank that collects homes 27-33. The last branch of this system collects homes 12-
19 into a 250 gallon tank and pumps to a 1,500 gallon tank that collects from homes 34-39. All
wastewater is combined at a pump vault on the northern edge of the site and transmitted to three septic
tank in series, a 1,500 gallon and two 2,000 gallon tanks before it is discharges to the leach field. The
approximate leach field area is 2,500 sf.
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The other homes at the park 40-48 were added more recently and have separate septic systems. Homes
40-42 discharge to a 1,500 gallon septic tank that is connected to three drywells that act as leaching
chambers. Similarly, homes 43-46 discharge to a 1,500 gallon septic tank that is connected to three
drywells. The last two homes 47 and 48 discharge to a 2,000 gallon septic tank, which is connected to a
series of three drywells.

4.0 WASTEWATER SYSTEM DEMANDS

4.1 Anticipated Water Demand

Design demands for the development were derived from table 3 of the NYSDEC Design Standards for
Intermediate Sized Wastewater Treatment Systems, 2014. Based upon Table 1: “Projected Water
Demands” below, the average daily demand of the Brigham Lane Mobile Home Park is approximately
10,340 gallons per day (gpd) or 7.2 gallons per minute (gpm).

A maximum daily demand factor of 2.0 was used yielding a max day demand of 20,680-gpd or 14.4-gpm.
The peak hourly flow is calculated by multiplying the average daily flow by a peaking factor. Based on
Figure 1 of the “Recommended Standards for Wastewater Facilities, 2014” a peaking factor of 4.0 is
suitable for this project given the projected population of 94 persons. Based on the peaking factor of
4.0, the peak hourly flow is projected to be 28.7-gpm.

Table 1: Projected Water Demand

1) Water Saving Flow Rate Average
i Unit Rate (2 w/ Credit Daily Flow
Land Use Unit Unit (gpd/unit) credit(?) / . v
Qty (%) (gpd/unit) (gpd)

Mobile Home Park (Main Septic) | Single-Wide | 38 220 0 220 8360
Mobile Home Park (Drywells) Single-Wide 9 220 0 220 1980
TOTAL: 10,340
Max Day Peaking Factor: 2.0

Max Daily Flow (gpd): 20,680

Max Daily Flow (gpm): 14.4

Peak Hour Peaking Factor: 4.0

Peak Hourly Flow (gpm): 28.7

Table 1 Notes:

1. Hydraulic Loading Rates from Table 3 of the NYSDEC Design Standards for Intermediate Sized Wastewater Treatment Systems 2014
unless otherwise noted below.

2. NYSDEC allows for up to 20% reduction in flows for installations equipped with certified water-saving plumbing fixtures.

3. Projected water demand assumes full occupancy of dwellings.

5.0 ALTERNATIVES ANALYSIS

5.1 No Action
A no action approach is not recommended due to the age of the existing wastewater systems on the site
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and that they were not designed to meet current design standards for wastewater systems. Based on the
estimated size of the leach field, it is not large enough to handle the flow from all the homes contributing
to it.

5.2 Repair of Existing System

Due to the age of the system, repairs made to the existing wastewater system would most likely be a
temporary fix and not provide a long term solution to provide adequate wastewater treatment for the
resident of the park. However, some spot repairs could be made to the existing system while also installing
a new system to treat a portion of the homes.

5.3 Regional Consolidation/Interconnection

The closest municipal connection to Brigham Lane is approximately 3,000 LF away on Leggs Mills Road.
In order for the park to connect, they would need to petition the Town Board of Ulster to be added to
the sewer district. A map, plan and report would need to be prepared for the water district extension
and proposed infrastructure that would need Town and County DOH approval. The cost associated with
this option would likely be very high as a new pump station would be needed as well as approximately
3,000 LF of forcemain piping to tie into the municipal system. The total construction cost of this would
likely be over a million dollars, which would make this option cost prohibitive.

5.4 Shared services/Partnership Opportunities

The project site location presents the option to partner with adjacent neighbors on Brigham Lane in
petitioning the Town for a sewer district extension and to split the associated construction costs.
However, the other residents on Brigham Lane are single family homes that are on individual septic
systems. While connection to a municipal system is more desirable, neighboring homes don’t have a
pressing need to collaborate and take on the burden of additional expenses. If the Town of Ulster’s
water district is expanded towards Brigham Lane in the future from other developments, this option
should be reviewed again as an opportunity.

5.5 Installation of New Systems

Installation of a new on-site wastewater treatment system is an option that could be implemented to
address treatment concerns. Homes 6-19 and 27-39 would use four new 1,500 gallon septic tanks to
collect sanitary waste from adjacent homes and pump discharge to a new 6,000 gallon septic tank and
6,000 gallon dosing tank. The dosing tank will feed a new leach field bed that can be located in the large,
wooded area on the northern edge of the site that is currently unutilized. Based on the average flow of
5,720 gpd from 26 homes on the eastern portion of the site, 28 laterals 100’ long would be needed to
treat the wastewater. The total field size would be approximately 18,000 sf.

The remaining homes on the western end (Homes 1A-5, 20-26 and 40-48) will be collected into new
localized appropriately sized septic tanks and pumped to the existing pump vault and leach field through
a new forcemain. The number of homes contributing to this system has been reduced from 39 to 20,
which will allow the existing leach field to function more efficiently. Further investigation into the sizing
of the exiting leach field and its capacity is recommended. The installation of a new leach field to treat
these homes is not possible due to the space constraints of the site.
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6.0 PROPOSED IMPROVEMENTS AND COST

The preferred option is the installation of a new system for the homes on the eastern portion of the
park (Homes 6-19 and 27-39) and utilizing the existing leach field to treat the homes on the western end
of the park (Homes 1A-4, 20-26 and 40-48). The 27 homes on the eastern portion of the site would have
new 1,500 septic tanks installed that gravity to a second 1,500 gallon tank with a pump chamber. The
total cost for the 1,500 gallon tanks and pump chamber would be $26,000. A 2” forcemain will carry the
wastewater to a 6,000 gallon septic tank, which is followed by a 6,000 gallon dosing tank. The cost for
the 6,000 gallon tanks and pump will be approximately $30,000. The leach field would have
approximately 2,400 LF of laterals, which would have a cost of $25/LF for a total of $70,000.

The 12 homes (1A-4 and 20-26) on the western portion of the site would have a new 1,500 gallon septic
tank to a second 1,500 gallon tank with pump chamber. The total cost for the 1,500 gallon tanks and
pump chamber would be $13,000. A 2” forcemain will carry the wastewater to the existing septic tanks
and leach field. The 9 homes (Homes 40-48) collectively on 3 separate drywell system will have the
drywells replaced with two 1,000 gallon and one 500 gallon septic tanks with pump chamber that will
connect to the existing septic tank and leach field system. The cost of two new 1,500 gallon and one
500 gallon septic tanks with pump chamber will be approximately $20,000. The total project cost
including additional ancillary items with a 10% design cost and a 15% contingency would be
approximately $278,000. See Appendix E for Opinion of Probable Cost.

7.0 PROJECT PERMITTING AND APPROVAL

The following permits and/or approvals will be necessary to provide improvements to the existing on-
site water supply:
e Town of Ulster Planning Board
0 Plan Approval
0 Floodplain Development Permit

e Ulster County (NYS) Department of Health
0 Plan Approval

8.0 CONCLUSIONS AND RECOMMENDATIONS

GPI has completed the investigation and analysis of the existing wastewater supply for the Brigham Lane
Mobile Home Park located in the Town of Ulster, Ulster County, New York. The main concerns are the
age of the system that was constructed before modern design standard requirements.

Based upon the existing development, a projected average day wastewater demand of 10,340-gpd or
7.2- gpm is expected. Given the appropriate peaking factors of 2.0 and 4.0, the projected max day and
peak hourly demand is 14.4-gpm and 28.7-gpm respectively.

In closing, it is GPI's opinion that the best alternative for this system is the installation of a new
wastewater system including a new collection piping, septic tanks, dosing tanks, and leach field. The
estimated cost for these improvements would be approximately $278,000.
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Opinion of Probable Cost



Pl Greenman-Pedersen, Inc.
Engineering and Construction Services

80 Wolf Road, Suite 600, Albany, NY 12205

Project: Mirror Lake - Opinion of Probable Construction Costs for Wastewater Improvements

Date: 01/21/2026

| Quantity Unit Unit Price Cost
System Imp

Mobilization for Site Work 1 LS $5,000.00 $5,000.00
Clearing and Grubbing 0.5 Acre $10,000.00 $5,000.00
Pavement/Trench Restoration 1,250 LF $5.00 $6,250.00
Demolition of Existing Systems 1 LS $10,000.00 $10,000.00
4" PVC Piping 150 LF $15.00 $2,250.00
2" PVC Forcemain Piping 1,100 LF $3.00 $3,300.00
500 Gallon Pump Tank 1 EA $5,000.00 $5,000.00
1,000 Gallon Pump Tank 2 EA $7,500.00 $15,000.00
1,500 Gallon Pump Tank 3 EA $10,000.00 $30,000.00
1,500 Gallon Septic Tank 3 EA $3,000.00 $9,000.00
6,000 Gallon Septic Tank 1 EA $10,000.00 $10,000.00
6,000 Gallon Dosing Tank 1 EA $20,000.00 $20,000.00
Utiltity Trenching and Backfill 1,250 LF $25.00 $31,250.00
Leach Field Laterals 2,800 LF $25.00 $70,000.00
Total for Wastewater Improvements $222,050

DESIGN (10%) ADD $22,205.00|

CONTINGENCY (15%) ADD $33,307.50

2026 Total $277,562.50

from the Online Edition of "Site Work and Landscape Cost Data" published by RS Means, 2025 as well as other sources.

*This Opinion of Probable Cost is conceptual in nature and has been developed in reference to conceptual design site improvements. This Opinion of Probable Cost only includes costs for items specifically
identified herein. It is intended to give order of magnitude pricing information and is not intended to give final pricing information. It is an opinion of probable cost. Unit prices depicted herein were derived
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1.0 INTRODUCTION

The purpose of this Engineer’s Report is to present data and information relative to the existing water
supply and proposed improvement alternatives at the Brigham Lane Mobile Home Park, hereafter
termed the “project site”. The project site is located at 35 Brigham Lane in the Town of Ulster, Ulster
County, New York.

The project site is identified by tax parcel ID 39.15-3-31 in the Town of Ulster and is located in zoning
district R-30, which is for residential uses. The total parcel size is 6.10 acres, which includes all the mobile
homes, roadways and perimeter forested area. There are a total of 47 single-wide homes located on the
site. The park was initially started in the 1970’s with 38 units that were served by water storage tank
located to the west of the park. At this time the main septic system was installed with a series of septic
tanks and pumps that discharge to an on-site leach field. In the 1980’s, 9 additional units were added to
the park along the western edge. These units had separate septic systems installed consisting of septic
tanks and drywells. In 2017, a new municipal water main was installed adjacent to the park and a new
2” service line was installed to the existing pump house on the east end of the site.

GPI performed a site visit in November 2025 and met with the Owner to develop an understanding of
the existing water system on site as usable record plans are not available. An Existing Conditions Plan
was developed to show the existing water and sewer system on site. This plan is included in Appendix B.

Included in this Engineer’s Report are the following:
e Description of the existing water supply distribution system;
e Proposed Alternatives Analysis;
e Opinion of Probable Cost

Criteria outlined in the Great Lakes Upper Mississippi River Board of State Public Health and
Environmental Managers (10 State Standards), “Recommended Standards for Water Works”, 2018
Edition, and NYSDEC Design Standards for Intermediate Sized Wastewater Treatment Systems, 2014
have been considered in the development of this report.

2.0 PROJECT PLANNING AREA

2.1 Project Location

The project site is located at 35 Brigham Lane in the Town of Ulster. The site is located in the northern
portion of the Town of Ulster off Leggs Mills Road between the NYS Thruway and Route 9W along the
Esopus Creek. See the attached Site Location Map in Appendix A.

2.2 Environmental Resources

Soils
The United States Department of Agriculture (USDA) Soil Conservation Service (SCS) Soil Survey for
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Ulster County was reviewed and identified surficial soil conditions for the study area. The SCS identified
the presence of one main soil type described below, “Su” within the project area.

The SCS defines the map unit “Su—Suncook loamy fine sand”, with 0 to 3 percent slopes. This component
is on flood plains. The parent material consists of sandy alluvium derived mainly from varying amounts
of sandstone, conglomerate, granite, gneiss, and quartzite. Depth to a root restrictive layer is greater
than 60 inches.

Wetlands and Watercourses

The NYS Environmental Resource Mapper was used to determine the proximity of wetlands and
watercourse to the project site. There are no state or federal wetlands adjacent to the project site
identified in the mapper. The project site is located near the Esopus Creek and the closest portion of the
parcel is approximately 200 ft away from the edge of the creek.

Floodplains
FIRM Panel 0480E was reviewed and the site is located within Zone AE of the 100-year flood and the
southeastern portion of the site is located within the floodway.

Cultural Resources

A review of the New York State Office of Parks, Recreation and Historic Preservation’s (NYSOPRHP) GIS
Public Access Map, identified that there were no potential cultural resources being present within the
project area.

Threatened and Endangered Species

Based on a review of the New York State Department of Environmental Conservation’s Environmental
Resource Mapper and the USFWS IPaC Screening Tool, the USFWS IPaC website indicated that the
federal protected species potentially occurring in the project area include the Northern Long-eared Bat,
the Tricolored Bat, and the Monarch Butterfly. These animals listed are assumed to be protected bat
species, however, further coordination with the NYSDEC Natural Heritage Program will define, which
species are potentially present.

Environmental Quality

According to the NYSDEC InfoLocator Database the project site is not listed as an environmental cleanup
site. The project site is part of the Ulster MS4 for stormwater discharge.

3.0 EXISTING WATER SYSTEM

3.1 Municipal Water System

The Town of Ulster is drawn from three wells, located on Fording Place Road and Parish Lane in Lake
Katrine. The water is pumped from the wells to the treatment plant where it is softened and chlorine
and potassium permanganate are added to enhance the iron removal process as is passes through the
Ferrosand “cr” filters. The water is disinfected again with chlorine as it leaves the plant. During 2024 the
system did not experience any restrictions of the water source. According to the Town of Ulster 2024
Water Quality Report, the system provides water through 1690 service connections to approximately
5,500 people. The Annual Drinking Water Quality Report for 2024 can be found in Appendix C.
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3.2 Water Supply, Treatment, Storage and Distribution

The Brigham Lane Mobile Home Parks water system is fed from a 6" municipal water line owned by the
Town of Ulster. A new 2" copper water service was installed in 2017 from Brigham Lane to the existing
pump house on site. The 38 homes that are part of the original park are fed by two 2" steel water mains
that generally run under the middle of the homes and feeds each. A new 2" PVC water main was
extended from the original system for the 9 homes that were added on the west side of the parcel. There
have been documented issues with water leakage and the rural water org has helped the owners to
locate the leaks. The system pressure is typically maintained at 20 psi to help reduce leakage of the aging
infrastructure.

4.0 WATER SYSTEM DEMANDS

4.1 Anticipated Water Demand

Design demands for the development were derived from table 3 of the NYSDEC Design Standards for
Intermediate Sized Wastewater Treatment Systems, 2014 and equating wastewater generation to water
demand. Based upon Table 1: “Projected Water Demands” below, the average daily demand of the
Brigham Lane Mobile Home Park is approximately 10,340 gallons per day (gpd) or 7.2 gallons per minute
(gpm). The Town of Ulster has ample excess water supply to meet the anticipated project’s demands.

A maximum daily demand factor of 2.0 was used yielding a max day demand of 20,680-gpd or 14.4-gpm.
The peak hourly flow is calculated by multiplying the average daily flow by a peaking factor. Based on
Figure 1 of the “Recommended Standards for Wastewater Facilities, 2014” a peaking factor of 4.0 is
suitable for this project given the projected population of 94 persons. Based on the peaking factor of
4.0, the peak hourly flow is projected to be 28.7-gpm.

Table 1: Projected Water Demands

1) Water Saving Flow Rate Average
i Unit Rate (2 w/ Credit Daily Flow
Land Use Unit Unit (gpd/unit) credit(?) / . v
Qty (%) (gpd/unit) (gpd)

Mobile Home Park (Main Septic) | Single-Wide | 38 220 0 220 8360
Mobile Home Park (Drywells) Single-Wide 9 220 0 220 1980
TOTAL: 10,340
Max Day Peaking Factor: 2.0

Max Daily Flow (gpd): 20,680

Max Daily Flow (gpm): 14.4

Peak Hour Peaking Factor: 4.0

Peak Hourly Flow (gpm): 28.7

Table 1 Notes:

1. Hydraulic Loading Rates from Table 3 of the NYSDEC Design Standards for Intermediate Sized Wastewater Treatment Systems 2014
unless otherwise noted below.

2. NYSDEC allows for up to 20% reduction in flows for installations equipped with certified water-saving plumbing fixtures.
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3. Projected water demand assumes full occupancy of dwellings.

5.0 ALTERNATIVES ANALYSIS

5.1 No Action

A no action approach is not recommended due to the age of the existing water lines on the site and that
they were not designed to meet current design standards for water mains. There is also a substantial
amount of leakage in the system, which results in a lot of water is getting wasted. If no action is taken,
the system will continue to deteriorate and more leakage will likely occur.

5.2 Repair of Existing System

Due to the age of the system, repairs made to the existing water distribution system would be a temporary
fix and not provide a long term solution to provide safe and clean drinking water to the residents of the
park.

5.3 Regional Consolidation/Interconnection
A regional consolidation or Interconnection is not necessary since there is already a municipal water
connection at the site.

5.4 Shared services/Partnership Opportunities
Shared services or partnerships are not an option for the water system since there is already a municipal
water connection at the site.

5.5 Installation of New Systems

Installation of a new water distribution system and connections for each home on site is the preferred
option to ensure that the water system meets current design standards and to eliminate the leakage
that is occurring.

6.0 PROPOSED IMPROVEMENTS AND COST

A new 2” water main starting from the replacement valve box would be installed along the edge of the
existing driveway all the way around the park and loop back to the pump house. The current PVC water
service pipe that feeds the 9 homes added to the park would not need to be replaced and would connect
into the proposed PVC system. See Appendix D for proposed system layout. The proposed pipe material
will be 1.P.S Pressure PVC pipe conforming to ASTM D2241 rated for 200 psi (SDR 21). This type of pipe
is the most cost-effective option with an installed cost of approximately $28/LF. There would be a total
of 1,650 LF of piping needed, which would be a cost of $46,200. Each home would also need a new
service line and curb stop, which would cost approximately $1,000 per home, which would be a cost of
$38,000. The total project cost including additional ancillary items with a 10% design cost and a 15%
contingency would be approximately $121,000 in 2026. See Appendix E for Opinion of Probable Cost.
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7.0 PROJECT PERMITTING AND APPROVAL

The following permits and/or approvals will be necessary to provide improvements to the existing on-
site water supply:
e Town of Ulster Planning Board
0 Plan Approval
0 Floodplain Development Permit
e Ulster County (NYS) Department of Health
0 Plan Approval

8.0 CONCLUSIONS AND RECOMMENDATIONS

GPI has completed the investigation and analysis of the existing water supply for the Brigham Lane
Mobile Home Park located in the Town of Ulster, Ulster County, New York. The main concerns are the
age of the system and that it does not meet current design requirements. There is also substantial
leakage that has been documented for the system.

Based upon the existing development, a projected average day water demand of 10,340-gpd or 7.2-
gpm is expected. Given the appropriate peaking factors of 2.0 and 4.0, the projected max day and peak
hourly demand is 14.4-gpm and 28.7-gpm respectively.

In closing, it is GPI's opinion that the best alternative for this system is the installation of a new 2" water
main supply with new individual connection for each home. The estimated cost for these improvements
would be approximately $121,000. This would provide safe and clean drinking water for the residents
and eliminate the current leakage issues that are happening.
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APPENDIX B
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Annual Drinking Water Quality Report for 2024
Town of Ulster Water District
1 Town Hall Drive — Lake Katrine, New York 12449
(Public Water Supply ID# 5503390)

INTRODUCTION

To comply with State and Federal regulations, the Town of Ulster Water District will be annually issuing a report describing the quality of your drinking
water. The purpose of this report is to raise your understanding of drinking water and your awareness of the need to protect our drinking water sources.
Last year we had a monitoring violation in the Ulster Water District. Please see below under “What does this information mean” for more information.
We are proud to report that our system has never violated a maximum contaminant level. This report provides an overview of last year’s water quality.
Included are details about where your water comes from, what it contains, and how it compares to State standards.

If you have any questions about this report or concerning your drinking water, please contact John Rose, Town of Ulster Water Superintendent, at
845-382-1833 or the Ulster County Health Department at 845-340-3010. If you would prefer contacting us via e-mail, our address is
watersewer@townofulster.ny.gov. We want you to be informed about your drinking water. If you want to learn more, please attend any of our
regularly scheduled town board meetings. The meetings are held at 7:00 p.m. on the third Thursday of each month at the Town Hall, 1 Town Hall
Drive in Lake Katrine, New York.

WHERE DOES OUR WATER COME FROM?

In general, the sources of drinking water (both tap water and bottled water) include rivers, lakes, streams, ponds, reservoirs, springs, and wells. As
water travels over the surface of the land or through the ground, it dissolves naturally-occurring minerals and, in some cases, radioactive material, and
can pick up substances resulting from the presence of animals or from human activities. Contaminants that may be present in source water include
microbial contaminants; inorganic contaminants; pesticides and herbicides; organic chemical contaminants; and radioactive contaminants. In order to
ensure that tap water is safe to drink, the State and the EPA prescribe regulations, which limit the amount of certain contaminants in water provided by
public water systems. The State Health Department and the FDA’s regulations establish limits for contaminants in bottled water as well, which must
provide the same protection for public health.

Our water source is drawn from three wells, which are located on Fording Place Road and Parish Lane in Lake Katrine. The water is pumped from the
wells to the treatment plant where it is softened and chlorine and potassium permanganate are added to enhance the iron removal process as it passes
through the Ferrosand “cr” filters. The water is disinfected again with chlorine as it leaves the plant. During 2024, our system did not experience any
restrictions of our water source.

Through an agreement with the City of Kingston’s Board of Water Commissioners, the Ulster Water District purchased a total of 700,000 gallons of
water per day from the Kingston Water Department. Some of this water is blended with water pumped from our Ulster Water plant on Fording Place
Road and is part of the total gallons produced by the Ulster Water District listed below under facts and figures. A copy of the Kingston Water
Departments’ Annual Drinking Water Quality Report is available by contacting the Ulster Water Department at the numbers listed above or the
Kingston Water Department.

FACTS AND FIGURES

Our water system serves 5500 customers through 1690 service connections. The total water produced by the Ulster Water District in calendar year
2024 was 304,787,932 gallons. The daily average of water treated and pumped into the distribution system was 835,035 gallons. The highest single
day total was 1,265,789 gallons on July 16th. The total amount the Ulster Water Department purchased from the City of Kingston’s Water Department
in 2024 was 226,121,258 gallons or an average of 619,510 gallons per day. The amount of water consumed by metered customers was 258,347,158
gallons. In 2024 there was an unaccounted-for water loss total of approximately 16%. Unaccountable water loss can be attributed to various sources,
including but not limited to, water distribution leaks, street sweeping, firefighting and training. In 2024, water rates were as follows: 13t 5000 gallons
or any portion thereof $29.00 Over 5,000 gallons and up to 200,000 gallons = $4.07/ thousand. Over 200,000 gallons = $5.11/ thousand.

ARE THERE CONTAMINANTS IN OUR DRINKING WATER?

As the State regulations require, we routinely test your drinking water for numerous contaminants. These contaminants include: total coliform, turbidity,
inorganic compounds, nitrate, nitrite, lead and copper, volatile organic compounds, total trihalomethanes, haloacetic acids, radiological and synthetic
organic compounds. The table presented below depicts compounds detected in your drinking water. The State allows us to test for some contaminants
less than once per year because the concentrations of these contaminants do not change frequently. Some of our data, though representative, are more
than one year old.

Table of Detected Contaminants
Level Regulatory
Detected/ Limit
Violation Date of Average Unit of MCL,TT or
Contaminant Yes / No Sample (Range) Measurement MCLG AL Likely Source of Contaminant
24 Corrosion of household plumbing;
Lead (1) No 9/18/24 (<1.0-17) ug/L 0 AL=15 Erosion of natural deposits.
980 Corrosion of household plumbing
Copper (2) No 9/18/24 (<10-1500) ug/L 1300 AL=1300 systems; Erosion of natural deposits.
See Naturally occurring; Water softeners;

Sodium (3) No 12/16/14 86.1 mg/L N/A footnote #3 | Road Salt; Animal waste.
TTHM’s (4) 66.85 By product of drinking water
Trihalomethanes stage 2 No 2024 (28-78) ug/L N/A MCL=80 chlorination
HAA5’s (4) 31.05 By product of drinking water
Haloacetic Acids stage 2 No 2024 (13-39) ug/L N/A MCL=60 chlorination

Erosion of natural deposits;

Discharge of drilling wastes;
Barium No 10/09/2024 83 ug/L 2000 2000 Discharge from metal refineries.
Turbidity (5) No 2024 .24 NTU N/A TT=<INTU | Soil Runoff

Runoff from fertilizer use; Leaching

from septic tanks, sewage; Erosion of
Nitrate No 5/16/2024 <0.25 mg/L 10 MCL=10 natural deposits

Naturally occurring or indicative of
Chloride No 12/16/14 74.5 mg/L N/A MCL=250 road salt contamination.
Nickel No 10/09/2024 1.1 ug/L N/A N/A

Notes:

1-The level represents the 90™ percentile of the 20 sites tested. A percentile is a value on a scale of 100 that indicates the percent of a distribution that is equal
to or below it. The 90™ percentile is equal to or greater than 90% of the lead values detected at our water system. Out of the 20 samples that were collected the
90" percentile value was 2.4 ug/L. Although the 90" percentile level did not exceed the action level, the action level for lead was exceeded at one of the 20
samples. Please see below for more information on lead under “What does this information mean”.

2-The level presented represents the 90th percentile of the 20 sites tested. A percentile is a value on a scale of 100 that indicates the percent of a distribution
that is equal to or below it. The 90th percentile is equal to or greater than 90% of the copper values detected at our water system. Out of the 20 samples that
were collected the 90th percentile value was 980 ug/l. The action level for copper was exceeded at one of the 20 sample sites.

3- Water containing more than 20 mg/1 of sodium should not be used for drinking by people on severely restricted sodium diets. Water containing more than
270 mg/1 of sodium should not be used for drinking by people on moderately restricted sodium diets.

4- This level represents the highest locational running annual average calculated from data collected.

5- Turbidity is a measure of the cloudiness of the water. We monitor it because it is a good indicator of water quality. High turbidity can hinder the effectiveness



of disinfectants. Out of the 158 turbidity samples taken in the Town of Ulster in 2024, and the average was .24. State regulations require that 95% of turbidity
samples collected have measurements below 0.3 NTU and that all turbidity results are <1 NTU.

Definitions:

Maximum Contaminant Level (MCL): The highest level of a contaminant that is allowed in drinking water. MCLs are set as close to the MCLGs as
feasible.

Maximum Contaminant Level Goal (MCLG): The level of a contaminant in drinking water below which there is no known or expected risk to health.
MCLGs allow for a margin of safety.

Action Level (AL): The concentration of a contaminant which, if exceeded, triggers treatment or other requirements which a water system must follow.
Milligrams per liter (mg/1): Corresponds to one part of liquid in one million parts of liquid (parts per million - ppm).

Micrograms per liter (ug/l): Corresponds to one part of liquid in one billion parts of liquid (parts per billion - ppb).

Maximum Residual Disinfectant Level (MRDL): The highest level of drinking water disinfection allowed in drinking water. There is convincing evidence that
addition of a disinfectant is necessary for control of microbial contaminants.

Maximum Residual Disinfectant Level Goal (MRDLG): The level of a drinking water disinfectant below which there is no known or expected health risk.
MRDLGs do not reflect the benefits of the use of disinfectants to control microbial contaminants.

Treatment Technique (TT): A required process intended to reduce the level of a contaminant in drinking water.

Nephelometric Turbidity Unit (NTU): A measure of the clarity of water. Turbidity in excess of 5 NTU is just noticeable to the average person.

It should be noted that all drinking water, including bottled drinking water, may be reasonably expected to contain at least small amounts of some
contaminants. The presence of contaminants does not necessarily indicate that water poses a health risk. More information about contaminants and
potential health effects can be obtained by calling the EPA’s Safe Drinking Water Hotline (800-426-4791) or the Ulster County Health Department at
340-3010.

What Does This Information Mean?
We have learned through our testing that some contaminants have been detected; however, these contaminants were detected below the level allowed
by the State.

Lead can cause serious health effects in people of all ages, especially pregnant people, infants (both formula-fed and breastfed), and young
children. Lead in drinking water is primarily from materials and parts used in service lines and in home plumbing. Town of Ulster Water
Department is responsible for providing high quality drinking water and removing lead pipes but cannot control the variety of materials used
in the plumbing in your home. Because lead levels may vary over time, lead exposure is possible even when your tap sampling results do not
detect lead at one point in time. You can help protect yourself and your family by identifying and removing lead materials within your home
plumbing and taking steps to reduce your family's risk. Using a filter, certified by an American National Standards Institute accredited certifier
to reduce lead, is effective in reducing lead exposures. Follow the instructions provided with the filter to ensure the filter is used properly. Use
only cold water for drinking, cooking, and making baby formula. Boiling water does not remove lead from water. Before using tap water for
drinking, cooking, or making baby formula, flush your pipes for several minutes. You can do this by running your tap, taking a shower, doing
laundry or a load of dishes. If you have a lead service line or galvanized requiring replacement service line, you may need to flush your pipes
for a longer period. If you are concerned about lead in your water and wish to have your water tested, contact the Town of Ulster Water
Department at (845) 382-1833. Information on lead in drinking water, testing methods, and steps you can take to minimize exposure is
available https://www.epa.gov/ground-water-and-drinking-water/basic-information-about-lead-drinking-water .

INFORMATION ON LEAD SERVICE LINE INVENTORY

A Lead Service Line (LSL) is defined as any portion of pipe that is made of lead which connects the water main to the building inlet. An LSL
may be owned by the water system, owned by the property owner, or both. The inventory includes both potable and nonpotable SLs within a
system. In accordance with the federal Lead and Copper Rule Revisions (LCRR) our system has prepared a lead service line inventory and have
made it publicly accessible by visiting https://www.townofulster.ny.gov/departments/water-department/ . Your water district has no lead,
galvanized requiring replacement, or lead status unknown service lines. If you have any question or concerns regarding the Lead Service Line
Inventory please contact the Town of Ulster Water Department at (845) 382-1833.

Is Our Water System Meeting Other Rules That Govern Operations?
During 2024 our system was in compliance with all applicable State drinking water operating and reporting requirements.

Do I Need To Take Special Precautions?

Although our drinking water met or exceeded state and federal regulations, some people may be more vulnerable to disease causing
microorganisms or pathogens in drinking water than the general population. Immuno-compromised persons such as persons with cancer
undergoing chemotherapy, persons who have undergone organ transplants, people with HIV/AIDS or other immune system disorders, some
elderly, and infants can be particularly at risk from infections. These people should seek advice from their health care provider about their
drinking water. EPA/CDC guidelines on appropriate means to lessen the risk of infection by Cryptosporidium, Giardia and other microbial
pathogens are available from the Safe Water Hotline (800-426-4791)

Why Save Water and How Do We Avoid Wasting It?

Although our area is very fortunate to have access to a water supply which more than meets our demands, conservation efforts by both the town and
the consumer are prudent in deterring increasing costs. As a consumer you can participate in this water conservation effort. The following are some
ideas that can be directly applied to your individual homes: 1) Use water-saving, flow-restricting shower heads and low flow faucets (aerators): 2)
Repair dripping faucets and toilets that seem to flush by themselves: 3) Replace your toilet with a low flush model or place a brick in your tank to
reduce the volume used on each flush: 4) Water your garden and lawn only when necessary. Remember that a layer of mulch in the flower beds and
garden is not only aesthetically pleasing but will help retain moisture: 5) Water your lawn after 6:00pm, as this prevents water loss due to evaporation:
6) When washing your car don’t let the hose run continuously; and 7) When brushing your teeth, or when shaving or shampooing your hair try to avoid
running the water unnecessarily; and lastly try whenever possible to wash clothes and run the dishwasher only when you have a full load.

Source Water Assessment:

The New York State Department of Health has completed a source water assessment for Well #2 and Well #3 of this system, based on available
information. Possible and actual threats to these drinking water sources were evaluated. The state source water assessment includes a susceptibility
rating based on the risk posed by each potential source of contamination and how easily contaminants can move through the subsurface to the wells.
The susceptibility rating is an estimate of the potential for contamination of source water. It does not mean the water delivered to consumers is, or will
become contaminated. The source water assessments provide resource managers with additional information for protecting source waters in the future.
The source water assessment has rated these wells as having a high susceptibility to microbials, nitrates, industrial solvents and other industrial
contaminants. These ratings are due primarily to the close proximity of permitted discharge facility (industrial\commercial facilities that discharge
wastewater into the environment and are regulated by the state and\or federal government); a hazardous waste facility; a toxic chemical release facility;
and low intensity residential activities in the assessment area. In addition, the wells draw from an unconfined aquifer and the overlying soils do not
provide adequate protection from potential contamination. Please note that, while the source water assessment rates our wells as being susceptible to
microbials, our water is disinfected to ensure that the finished water delivered to your home meets the New York State drinking water standards for
microbial contamination.

A copy of this assessment, including a map of the assessment area, can be obtained by contacting us at the number listed above.

System Improvements:

Made 10 Repairs to the Water main due to Water Breaks during the year 2024.
02/2024 Replaced Probes in all Filters at Ulster Treatment Plant

02/2024 Painted the pipes in the Treatment Plant

03/2024 Installed new rinse valves for all three Filters at Ulster Treatment Plant
04/2024 Cleaned Filter waste Tank

09/2024 Replaced relay, ball valve, check valve and probes for the salt tank.



Security:
This water system has increased preventive security measures to protect the water supply from vandalism. The public can also assist us by

reporting any suspicious activities around water department facilities or properties.

Closing:
Thank you for allowing us to continue to provide your family with quality drinking water this year. We ask that all our customers help us protect our
water sources, which are the heart of our community and our way of life. Please call our office if you have any questions.
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APPENDIX D

Proposed Improvements
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APPENDIX E
Opinion of Probable Cost



GPI

Greenman-Pedersen, Inc.
Engineering and Construction Services

80 Wolf Road, Suite 600, Albany, NY 12205

Project: Brigham Lane - Opinion of Probable Construction Costs for Water Improvements

Date: 01/21/2026

| Quantity Unit Unit Price Cost
Water System Improvements
Mobilization for Site Work 1 LS $3,000.00 $3,000.00
Pavement/Trench Restoration 1,650 LF $5.00 $8,250.00
2" PVC Water Pipe 1,650 LF $3.00 $4,950.00
Replace Existing Valve Box 1 EA $1,000.00 $1,000.00
Utiltity Trenching and Backfill 1,650 LF $25.00 $41,250.00
Water Service Connections 38 EA $1,000.00 $38,000.00
Total for Onsite Site Preparation and Demolition $96,450

DESIGN (10%) ADD $9,645.00

CONTINGENCY (15%) ADD $14,467.50

2026 Total $120,562.50

*This Opinion of Probable Cost is conceptual in nature and has been developed in reference to conceptual design site improvements. This Opinion of Probable Cost only includes costs for items specifically
identified herein. It is intended to give order of magnitude pricing information and is not intended to give final pricing information. It is an opinion of probable cost. Unit prices depicted herein were derived
from the Online Edition of "Site Work and Landscape Cost Data" published by RS Means, 2025 as well as other sources.
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