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IMPORTANT NOTICE AND DISCLAIMER 

This document conveys the results of research, investigations, intellectual property development, experience, and 

analysis to provide opinions, recommendations, explanations, and service offerings, and quotations from Energy Safety 

Response Group LLC. This document is not meant to serve as professional and credentialed engineering, legal, 

technical, or emergency response judgment, should not be used in place of consultation with such appropriate 

professionals, and you should seek the advice of such appropriate professionals regarding such issues as required. 

Further, the contents of this document are in no way meant to address specific circumstances, and the contents are 

not meant to be exhaustive and do not address every potential scenario associated with the subject matter of the 

document. Site and circumstance-specific factors and real-time judgment and reason may significantly impact some of 

the subject matter conveyed in this document. Additional resources and actions, which may be beyond the scope of 

this document, may be required to address your specific issues. 

Additionally, laws, ordinances, regulatory standards, and best practices related to the contents of this document are 

subject to change or modification from time to time. It is your responsibility to educate yourself as to any such change 

or modification. 

This document is provided “as is”. Energy Safety Response Group LLC, to the fullest extent permitted by law, disclaims 

all warranties, either express or implied, statutory or otherwise, including but not limited to the implied warranties of 

merchantability, non-infringement, and fitness for particular purpose. 

In no event shall Energy Safety Response Group LLC or its owners, officers, or employees be liable for any liability, 

loss, injury, or risk (including, without limitation, incidental and consequential damages, punitive damages, special 

damages, personal injury, wrongful death, lost profits, or other damages) which are incurred or suffered as a direct or 

indirect result of the use of any of the material, advice, guidance, or information contained in this document, whether 

based on warranty, contract, tort, or any other legal theory and whether or not Energy Safety Response Group LLC or 

any of its owners, officers, or employees are advised of the possibility of such damages. 
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1 INTRODUCTION 

1.1 Background 

Energy Safety Response Group (ESRG) has been retained by BayWa r.e. Solar Projects LLC to 

conduct a product-level Hazard Mitigation Analysis (HMA) in accordance with 2025 Fire Code of 

New York State (FCNYS) §1207.1.61 to supplement the application of the Lincoln Park battery 

energy storage system (BESS or ESS) facility, to be located at the intersection of Frank Sottile 

Boulevard and Miron Lane in Ulster, NY 12401.  

This report provides findings from the Hazard Mitigation Analysis (HMA) performed to assess the 

anticipated effectiveness of protective barriers in mitigating the consequences of a battery-related 

failure on-site. This HMA is based on a proposed preliminary BESS configuration, layout, and 

equipment selection and is subject to change upon final design. Material changes to system 

layout, equipment type, battery technology, or fire and explosion protection strategies may affect 

the validity of this analysis and should trigger a review and potential update of the HMA. 

1.2 Applicable Codes and Standards 

This hazard mitigation analysis is conducted in accordance with 2025 FCNYS §1207.1.6 Hazard 

Mitigation Analysis and evaluates the consequences of the following fault conditions required 

per §1207.1.6.1: 

1) A thermal runaway condition in a single electrochemical ESS unit. 

2) A mechanical failure of a nonelectrochemical ESS unit (not applicable)2. 

3) Failure of any battery (energy) management system or fire protection system within the 

ESS equipment that is not covered by the product listing failure mode effects analysis 

(FMEA). 

4) Failure of any required protection system external to the ESS, including but not limited to 

ventilation (HVAC), exhaust ventilation, smoke detection, fire detection, gas detection or 

fire suppression system. 

Per 2025 FCNYS §1207.1.6.2, the AHJ shall be permitted to approve the hazard mitigation 

analysis as documentation of the safety of the ESS installation provided the consequences of the 

analysis demonstrate the following: 

1) Fires will be contained within unoccupied ESS rooms or areas for the minimum duration 

of the fire-resistance-rated separations identified in Section 1207.7.4. 

2) Fires involving the ESS will allow occupants or the general public to evacuate to a safe 

location. 

 

1 2025 Fire Code of New York State 1207.1.6 is largely in alignment with HMA requirements per 2023 NFPA 855 
§4.4.1; also see footnote 3. 
2 Not applicable, as the ESS is an electrochemical unit. 
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3) Deflagration hazards will be addressed by an explosion control or other system3. 

The following key codes, standards, and local requirements are referenced throughout the 
report: 

▪ 2025 New York State Fire Code §1207 Electrical Energy Storage Systems (ESS) 

▪ 2023 NFPA 855 Standard for the Installation of Stationary Energy Storage Systems 

▪ UL 9540 Standard for Energy Storage Systems and Equipment (2nd Ed.) 

▪ UL 9540A Standard for Test Method for Evaluation Thermal Runaway Fire Propagation in 
Battery Energy Storage Systems (4th Ed.) 

▪ UL 1973 Standard for Batteries for Use in Stationary and Motive Auxiliary Power 
Applications (3rd Ed.) 

▪ UL 1741 Standard for Inverters, Converters, Controllers and Interconnection System 
Equipment for Use with Distributed Energy Resources (3rd Ed.) 

▪ NFPA 68 Standard on Explosion Protection by Deflagration Venting (2023 Ed.) 

▪ NFPA 69 Standard on Explosion Prevention Systems (2024 Ed.) 

1.3 Summary of Findings 

Based on review of documentation provided by BayWa r.e., ESRG finds that adequate protections 

are provided for the fault conditions listed per FCNYS §1207.1.6.1, as well as for analysis approval 

requirements per 2025 FCNYS 1207.1.6.2. Additional key findings include: 

▪ The Fluence Smartstack is equipped with a number of protection systems (e.g., 

deflagration control system consisting of an automatic exhaust ventilation system, BMS 

control, electrical shutdowns and disconnects, etc.) that are anticipated to effectively 

manage all applicable fault conditions per §1207.1.6.1. 

▪ The Fluence Smartstack is compliant with all applicable Analysis Approval requirements 

per §1207.1.6.2. 

▪ Explosion Protection is provided for the Fluence Smartstack via gas detection and 

automatic exhaust ventilation system (combustible concentration reduction), designed in 

accordance with NFPA 69. Third-party engineering analyses are currently being 

conducted to assess the effectiveness of these systems and confirm they shall properly 

mitigate full or partial deflagration hazards.   

▪ UL 9540A Cell level testing has been conducted. Module, Unit, and additional large-scale 

fire testing are currently being performed and respective test reports shall be provided 

upon issuance. 

▪ A draft site-specific Emergency Response Plan (ERP) has been developed which includes 

guidance for first responders in the event of a battery-related emergency on-site. The ERP 

 

3 Added for completeness, in alignment with NFPA 855. 



 

Lincoln Park Battery Energy Storage System | Hazard Mitigation Analysis 7 

shall be finalized based on site visit confirming as-built state of the installation, as well as 

feedback from the Fire Department and other required Subject Matter Experts (SMEs). 

Additionally, in-person training shall be provided to familiarize the Fire Department with 

the installation, hazards associated with lithium-ion ESS, and emergency response 

procedures provided in the ERP. 

2 SITE DESCRIPTION 

2.1 Site Overview 

The Lincoln Park BESS facility is located at Frank Sottile Blvd in Kingston, NY 12401 (tax parcel 

no. 48.12-1-20.110 and 48.16-1-1.110). The site consists of one hundred twenty-six (126) 

Fluence Smartstack BESS units providing approximately 150 MW / 600 MWh of power and 

energy storage capacity, respectively.  

The BESS area is enclosed by chain link fencing with gated entrances located on the northeastern 

and southern side facing Frank Sottile Blvd. The site also includes transformers, PCS / inverter 

and other ancillary electrical equipment adjacent to each grouping of BESS containers. A 

substation will be located adjacent to the sites northwestern corner. A switchyard will be located 

to the West of Frank Sottile Blvd. Retention and overflow ponds will be present adjacent to the 

southern end of the BESS site. A lockbox containing a physical copy of the Emergency Response 

Plan (ERP) shall be provided outside of the gated entrances such that first responders do not 

have to enter the site or traverse near the BESS units themselves. 

The northern, eastern, southern and most of the western sides of the site are bordered by a dense 

forested area approximately 40 ft from the nearest BESS. There is a forested area to the West 

between the BESS and Frank Sottile Blvd approximately 50 ft from the nearest unit. The closest 

structure to the BESS site would be a Kohl’s department store approximately 1,200 ft West from 

the nearest unit. A number of wetlands are in the immediate area, and it is recommended that 

additional information on site design and protections be provided for review. 

Figure 1. Vicinity Layout 

 

N 
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Figure 2. Preliminary Site Layout 
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Figure 3. Enlarged Preliminary Site Layout 

 

2.2 Nearby Exposures 

The site is located in a largely remotely-located area with few exposures in the nearby vicinity. 

Nearby exposures include: 

▪ Solar PV Arrays: A number of solar arrays are located to the north, approximately 280 ft 

from the nearest BESS enclosure. 

▪ Woods: Dense woods border the site on all sides approximately 40 ft from the nearest 

BESS enclosure. 
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▪ Commercial and Residential Buildings: A number of residences are located 

approximately 1300 - 1500 ft southwest of the BESS site. Several large commercial 

buildings are located approximately 1200 ft west of the BESS.  

 

▪ Quarry: A mining business is located on the other side of the forested area northeast 

approximately 1000 ft from the nearest BESS enclosure. 

 

▪ Wetland: The BESS site includes jurisdictional wetland areas, and wetlands are present in 

the surrounding vicinity.  

2.3 Fire Department Access and Water Supply 

The nearest Fire Station (Ulster Fire Department) is located at 830 Ulster Ave, Kingston, NY 

12401 (located approximately 1.1 miles and 4 minutes travel time to the BESS site.) 

Fire Department access into the Lincoln Park BESS site is provided directly off Frank Sottile 

Blvd. The primary Fire Department staging area is located near the entrance of the access road 

extending from Frank Sottile Blvd. This positioning ensures that responding fire apparatus have 

clear access while maintaining a recommended minimum distance of 100 feet from any battery 

enclosure. 

No fire hydrants or permanent water supplies for firefighting operations are noted in the immediate 

area. 

3 ENERGY STORAGE SYSTEM DESCRIPTION 

3.1 Energy Storage System Overview 

The Fluence Smartstack is a fully integrated, utility-scale Battery Energy Storage System (BESS) 

engineered for high energy density and compact site deployment. Each Smartstack unit delivers 

approximately 7.5 MWh of nameplate energy and consists of four liquid-cooled battery enclosures 

(called “Pods”), multiple power conversion systems (PCS), thermal management, controls, and a 

dedicated safety system. The skid measures roughly 7.3 m × 2.2 m × 1.5 m and is designed as a 

self-contained “power island” that connects directly to a medium-voltage transformer. The 

enclosure meets IP55 environmental protection, IBC / CBC / ASCE-7-16 seismic criteria, ISO 

12944 corrosion requirements, and includes UPS-supported critical functions that meet NFPA 

110 standby power expectations. Smartstacks operate individually or as part of larger Cores, 

enabling modular scalability while maintaining standardized control architecture through the 

Fluence OS. 

Each Pod contains 18 battery modules arranged into 4.5 strings using LFP (lithium-iron 

phosphate) chemistry, selected for its lower thermal-runaway susceptibility and improved thermal 

stability. Module and cell performance is governed by a multilayer Battery Management System 

(BMS), consisting of Cell Sensing Boards (CSB), Pack BMS units located in the DC Protection 

Module (DCPM), and a System BMS running on the enclosure controller. These components 
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continuously monitor voltage, current, temperature, and insulation resistance, while executing 

safety actions such as contactor operation, power derating, pack isolation, and state-of-charge / 

health estimation. Integrated power conversion equipment includes 500-kVA liquid-cooled PCS 

units, auxiliary power systems, and a closed thermal management loop using 50 / 50 water-glycol 

coolant. 

The Smartstack is listed to IEC 62619, IEC 61439-1 / 2, CSA C22.2 No. 107.1 and is currently 

undergoing UL 9540 certification. The constituent battery cells and modules have been tested 

and listed to UL 1973 and the bi-directional inverters listed to UL 1741. UL 9540A large-scale fire 

testing has been performed on the constituent battery cells and modules, and Unit and Installation 

level / additional Large-Scale Fire Testing (LSFT) is currently underway. 

The Smartstack also incorporates multiple layers of passive and active protection engineered to 

comply with NFPA 855, IFC, and FDNY 608-01 requirements. Each Pod is equipped with smoke, 

heat, and combustible gas detectors. Explosion protection is provided for each Pod in the form of 

active Combustible Concentration Reduction System (CCRS), designed in accordance with 

NFPA 69, that automatically opens inlet and exhaust louvers and activates dedicated exhaust 

fans to maintain internal gas concentrations below 25% LFL during off-gas events. Redundant 

deflagration panels designed in accordance with NFPA 69 protect against overpressure should 

active ventilation be impaired. The Smart Skid Fire Alarm Control Unit manages multi-criteria 

detectors, alarm outputs, and signals to open contactors, shut down PCS units, disable chillers, 

and activate local horn / strobe alarms. Safety-critical circuits – including E-Stop, DC Stop, and 

protective relays – are designed to IEC 61508 / 61511 SIL-2 performance expectations. UPS 

backup supports the fire alarm system for 24 hours and CCRS operation for 2 hours, ensuring 

continued safety function during auxiliary power loss. 

Figure 4 - Fluence Smartstack and Ancillary Equipment 
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Figure 5 - Smartstack Safety Features (Internal View) 

 

3.2 Fire Protection Features 

The Smartstack incorporates a comprehensive suite of active and passive fire-protection 

measures consistent with NFPA 855, NFPA 69 and NFPA 68. These systems work together to 

detect incipient off-gas, prevent the formation of flammable atmospheres, limit thermal-runaway 

escalation, and ensure fire events remain confined to the originating Pod. Integrated protections 

– including the Battery Management System (BMS), gas-dilution systems, explosion venting, fire 

detection, and emergency isolation – form a multilayered defense-in-depth architecture required 

for safe ESS operation. 

3.2.1 Battery Management System (BMS) 

The Battery Management System serves as the primary layer of fire prevention by 

continuously monitoring voltage, temperature, current, and insulation resistance across 

the entire battery hierarchy – from individual cells to packs and system-level parameters. 

The system uses dedicated Cell Sensing Boards (CSBs), Pack BMS units, and a System 

BMS that communicates directly with the enclosure controller. These devices evaluate 

thousands of data points in real time to identify abnormal electrical or thermal behavior 

well before conditions approach hazardous thresholds. 

When any measurement approaches pre-defined safety limits, the BMS automatically 

initiates staged protective actions. These include output derating, pack-level 

disconnection via contactor opening, and full system shutdown if required. The BMS is 

capable of isolating only the affected pack or string, thereby preventing unnecessary loss 

of system functionality while ensuring unsafe components are rapidly taken offline. These 
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automated actions significantly reduce the likelihood that a localized electrical or thermal 

abnormality could escalate into a larger-scale thermal-runaway event. 

The BMS also utilizes advanced algorithms to determine State of Charge (SOC), State of 

Health (SOH), State of Power (SOP), and State of Energy (SOE). These estimations help 

ensure that cells are operated within their optimal electrochemical limits, minimizing 

degradation and reducing the risk of heat generation associated with overcharging, 

overdischarging, or imbalanced cells. Passive balancing across modules maintains 

voltage uniformity, ensuring no cell is subjected to conditions that increase thermal-

runaway risk.  

3.2.2 Gas Dilution / Combustible Concentration Reduction System (CCRS) – 

NFPA 69 

The Combustible Concentration Reduction System (CCRS) is the system’s primary active 

layer of protection for mitigating explosive gas hazards, and is engineered to comply with 

NFPA 69 requirements for explosion prevention systems. Upon detection of hydrogen or 

smoke within a Pod, the CCRS automatically opens the inlet and exhaust louvers and 

activates a high-capacity exhaust fan. This fan is specifically sized to maintain hydrogen 

levels below 25% of the lower flammable limit (LFL), which is the NFPA 69-defined 

maximum concentration for safe operation during a potential off-gas condition. 

The CCRS is powered by the skid’s uninterruptible power supply (UPS), ensuring 

continued operation even during a loss of auxiliary power. The system is designed to run 

continuously during an alarm event until it is manually reset at the Fire Alarm Control Unit. 

This continuous run strategy ensures that gas concentrations remain well below 

hazardous levels even if a thermal-runaway event produces prolonged or fluctuating off-

gas releases. 

By preventing the accumulation of flammable vapors, the CCRS significantly reduces the 

probability of a deflagration within the Pod. It functions regardless of whether thermal 

runaway fully develops, making it a proactive response to both early-stage off-gassing and 

more significant thermal events. 



 

Lincoln Park Battery Energy Storage System | Hazard Mitigation Analysis 14 

Figure 6 - Combustible Concentration Reduction System 

 

Note: A third-party engineering analysis is currently being conducted to validate the 

effectiveness of the system and shall be provided upon issuance. 

3.2.3 Deflagration Venting Panels – NFPA 68 

As a passive safeguard, each Pod is equipped with deflagration venting panels designed 

and sized in accordance with NFPA 68. These panels are engineered to safely relieve 

pressure in the event that combustible gases within the Pod ignite, serving as a necessary 

redundancy should the active CCRS be compromised. The panels are calibrated based 

on UL 9540A gas-generation rates, ensuring that their design corresponds to the worst-

case gas release volumes validated through destructive testing. 

In the unlikely scenario where a combustible gas mixture is ignited, the deflagration panels 

open instantly to release overpressure and limit the mechanical stress placed on the 

enclosure. This prevents catastrophic Pod rupture or structural failure, significantly 

reducing the potential for debris throw or secondary hazards that could otherwise threaten 

adjacent equipment or personnel. Because this feature is fully passive, it remains 

functional independent of power availability or control-system status. 
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Figure 7 - Deflagration Vent Panels 

 

Note: A third-party engineering analysis is currently being conducted to validate the 

effectiveness of the system and shall be provided upon issuance. 

3.2.4 Fire Detection and Alarm System 

The Smartstack includes a comprehensive fire detection architecture that complies with 

NFPA 72 and supports the fire protection requirements outlined in NFPA 855. Each Pod 

contains smoke detection and hydrogen gas detection, while the Smart Skid houses multi-

criteria smoke and heat detectors. These devices provide overlapping detection 

capabilities that identify incipient combustion, thermal anomalies, and gas accumulation 

long before hazardous conditions escalate. 

Upon detection of smoke, heat, or hydrogen gas above defined thresholds, the fire alarm 

system initiates several automated actions. These include activation of the CCRS, 

triggering of audible and visual alarms (horn/strobe), and transmission of alarm signals 

through the Master Fire Alarm Control Unit to the supervisory station. This ensures 

immediate awareness at both the local and remote monitoring levels, facilitating a rapid 

and coordinated emergency response. 

The detection system is fully supervised and backed by a 24-hour UPS to ensure 

operational reliability during power failures. All fire alarm circuits are continuously 

monitored for integrity, including open/short faults consistent with UL 864 Class B Style C 

supervision.  
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Figure 8 - CO / Smoke / Heat Detectors 

 

3.2.5 Emergency Stop (E-Stop) and System Isolation 

The Emergency Stop (E-Stop) system provides a high-level protective function that safely 

isolates electrical energy during abnormal or hazardous conditions. When smoke, heat, 

or hydrogen is detected, the Fire Alarm Control Unit automatically triggers an E-Stop, 

disabling the PCS, disconnecting the DCPM contactors, shutting down the chillers, and 

isolating the batteries from the remainder of the system. This ensures that no additional 

electrical energy flows into a developing thermal event, reducing the likelihood of 

propagation to adjacent components or Pods. 

3.2.6 Thermal Management and Overtemperature Protection 

The Smartstack uses a liquid-cooled thermal management system designed to maintain 

stable operating temperatures across all cells and modules under varying loading and am

bient  conditions.  A  closed loop 50  /  50  water-glycol  coolant  mixture  circulates  through  
internal cooling  plates,  preventing  hotspots  that  can  trigger  thermal  runaway.  Tem-
perature sensors  located  at  the  cell  and  module  levels  provide  continuous  input  to    
the  BMS,enabling early identification of abnormal thermal patterns.  

If temperatures approach warning or critical thresholds, the BMS initiates staged actions 

including power derating, pack-level disconnection, or system isolation to prevent 

escalation. During smoke or off-gas events, the thermal management system is 
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automatically disabled through E-Stop logic, preventing unnecessary heat transfer into a 

compromised Pod.  

3.2.7 Electrical Protection Systems 

The Smartstack incorporates a multi-layered electrical protection architecture designed to 

detect and prevent abnormal electrical conditions that may contribute to thermal hazards. 

Electrical protections span the Pod, DCPM, PCS, and enclosure levels and are tightly 

integrated with the System BMS and Fluence OS. At the battery level, the Pack BMS 

continuously monitors cell and pack voltages, current, and insulation resistance, initiating 

Level 1 (derating), Level 2 (pack isolation), or Level 3 (string shutdown) actions in 

response to overcurrent, overvoltage, undervoltage, or isolation-fault conditions. These 

coordinated protections ensure that hazardous electrical states are identified early and 

mitigated before they can progress into more severe thermal or fire-related risks. 

At the system level, the DC Protection Module (DCPM) provides rapid fault interruption 

using current sensors, ground-fault detection, fuses, and high-speed DC contactors, while 

Manual Service Disconnects (MSDs) allow physical isolation for maintenance or 

emergency response. The PCS contributes additional protection through grid-code-

certified anti-islanding, overcurrent control, and overvoltage / undervoltage ride-through 

features, and integrates with the E-Stop circuit to prevent AC-side disturbances from 

energizing the DC system during fault conditions.  
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4 HAZARD MITIGATION ANALYSIS 

4.1 HMA Methodology 

ESRG utilizes the bowtie methodology for hazard and risk assessments, as is described in 

ISO.IEC IEC 31010 §B.21, as it allows for in-depth analysis on individual mitigative barriers and 

serves as a strong tool for visualizing the chronological pathway of threats leading to critical 

hazard events, and ultimately to greater potential consequences, as depicted in the figure below. 

This simple diagrammatic way of describing and analyzing the pathways of a risk from hazards 

to outcomes can be considered to be a combination of the logic of a fault tree analyzing the cause 

of an event and an event tree analyzing the consequences.  

Figure 9 - Example Bowtie Diagram 

 

Each fault condition per NFPA 855 assessed in Section 4.3 below is accompanied by a 

corresponding bowtie diagram indicating critical threat and consequence pathways and the 

mitigative barriers between them. As the most critical risk posed by lithium-ion battery cells comes 

from the propagation of thermal runaway from a failing cell (or multiple cells) to surrounding cells, 

this serves as the primary critical hazard for the subsequent failure scenarios. 

In addition to main barriers for fault conditions on the threat side of the diagram, the consequence 

barriers on the right side of the diagram (e.g., explosion protection and emergency response plan) 

also contribute added layers of safety on top of the main threat barriers shown. It is important to 

note that the barriers on the left side, along a threat path, are intended to keep the threat from 

becoming a thermal runaway, while the barriers on the right side, along the consequence 

pathway, are intended to keep that single thermal runaway from evolving into one of the more 

severe consequences such as fire spread beyond containment, off-gassing leading to explosion, 

or fire spread beyond containment. For more on the methodology and relevant terminology, see 

Appendix B of this report. 
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4.2 Primary Consequences of ESS Failure and Mitigative Barriers 

The dynamics of lithium-ion ESS failures are extremely complex, and the pathway of failure 

events may vary widely based on system design, mitigative approaches utilized, and even small 

changes in environmental or situational conditions. However, the primary consequences 

stemming from a propagating lithium-ion battery failure largely fall into a number of specific hazard 

scenarios, as depicted in the diagram and associated table below (though other scenarios not 

listed may certainly also occur). These primary consequences serve as the basis for the 

consequence side of the majority of the fault condition diagrams in the following sections of this 

report. 

While not explicitly detailed in the simplified diagram below, the criticality and effectiveness of the 

barriers may vary based on associated threat or consequence pathway. For example, a water-

based suppression system may be more critical for mitigation of cell or module combustion from 

propagating, ultimately leading to fire spread beyond containment, than it is for preventing off-

gassing within the enclosure, potentially leading to explosion. Similarly, the same water-based 

suppression system may be more effective for mitigating spread of fire throughout the system 

than it is for reducing risk of explosion). 

Figure 10. HMA Diagram – All Barriers 

 

Figure 11. Primary Consequence Barriers Diagram 
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Table 1. Primary Consequence Barriers 

PRIMARY CONSEQUENCE BARRIERS 

Battery Management 
System (BMS) 

The Smartstack Battery Management System (BMS) provides continuous 
monitoring of cell voltage, temperature, current, and insulation resistance 
across all modules and packs, enabling early detection of abnormal 
electrical or thermal behavior. It automatically initiates protective actions 
such as derating, pack isolation, or full system shutdown to prevent 
escalation. By maintaining cell balance and enforcing safe operating 
limits, the BMS serves as the primary layer of thermal-runaway 
prevention and system stability. 

Fire Detection 

The Smartstack uses an NFPA 72–compliant fire detection system that 
includes smoke detectors, heat sensors, and hydrogen gas sensors 
within each Pod and the Smart Skid. These devices identify incipient 
combustion, off-gas release, or thermal abnormalities and immediately 
trigger alarms, activate protective sequences, and notify the supervisory 
system. The detection network is UPS-backed to ensure continuous 
monitoring even during loss of auxiliary power. 

Deflagration Protection 

The system incorporates NFPA 69–compliant gas dilution through a 
Combustible Concentration Reduction System (CCRS), which activates 
ventilation to maintain internal hydrogen below 25 percent LFL during off-
gas events. As a passive safeguard, each Pod also includes NFPA 68–
rated deflagration vent panels designed to relieve overpressure safely 
should gas ignition occur. Together, these features prevent hazardous 
gas accumulation and protect the enclosure from structural damage. 

Electrical Fault 
Protection Devices 

Electrical safety is supported by a coordinated suite of protections 
including overcurrent, overvoltage, undervoltage, isolation fault detection, 
and ground-fault monitoring at the cell, pack, and system levels. The DC 
Protection Module (DCPM), fuses, and high-speed contactors provide 
rapid fault interruption and isolation of affected strings. PCS-level 
protections and E-Stop integration ensure that grid or equipment 
disturbances cannot propagate into the battery system, forming a robust 
electrical defense-in-depth strategy. 

Facility Design and 
Siting 

Proper siting based on appropriate separation distances from nearby 
exposures, land area and use, facility type, and other design factors may 
increase strength of this barrier. Project developers using the Fluence 
Smartstack should reference Fluence’s recommended installation 
guidelines. 

Emergency Response 
Plan / First Responders 

A site-specific Emergency Response Plan (ERP) has been drafted, 
providing an overview of the site, BESS technology and fire protection 
systems, hazards associated with lithium-ion BESS, and proper 
emergency response procedures. A final ERP shall be provided prior 
based on in-person site walkthrough to confirm as-built state of the 
installation prior to commissioning. 

BMS Data Availability / 
Network Operations 
Center (NOC) 

BMS data and operations can be monitored on a 24/7 basis by the 
Networks Operations Center (NOC) via the EMS. NOC information is still 
being finalized and shall be confirmed prior to commissioning. 
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Fire Service Response 

The nearest fire station (Ulster Fire Department) is located at 830 Ulster 
Ave in Kingston, NY 12401, approximately 1.1 miles from the site. Site-
specific fire department training shall be provided to familiarize the 
department with the site, BESS technology, and emergency response 
procedures outlined in the ERP. Annual refresher trainings shall also be 
offered to the fire department.  

 

4.3 Fault Condition Analysis 

Per 2025 FCNYS §1207.1.6, the analysis shall evaluate the consequences of the following failure 

modes and others deemed necessary by the AHJ: 

1) A thermal runaway condition in a single electrochemical ESS unit. 

2) A mechanical failure of a nonelectrochemical ESS unit (not applicable). 

3) Failure of any battery (energy) management system or fire protection system within the 

ESS equipment that is not covered by the product listing failure mode effects analysis 

(FMEA). 

4) Failure of any required protection system external to the ESS, including but not limited to 

ventilation (HVAC), exhaust ventilation, smoke detection, fire detection, gas detection or 

fire suppression system. 

For the purposes of this report, it shall be assumed that all construction, equipment, and systems 

that are required for the BESS shall be installed, tested, and maintained in accordance with local 

codes and the manufacturer’s instructions. The assessment is based on the most recent 

information provided at the time of this writing. 

The following table provides a summary of findings from the hazard mitigation analysis performed 

in fulfillment of NFPA 855 §4.4.2.1, with each fault condition described in greater detail below, 

accompanied by simplified bowtie diagrams for visualization of mitigative barriers. Additionally, 

full bowtie diagrams with barrier descriptions are provided in Appendix A. 

Table 2. Summary of Fault Condition Analysis 

Compliance Requirement Comments 

1. A thermal runaway condition in 

a single electrochemical ESS 

unit. 

A number of passive and active measures are 

implemented to reduce the potential of a thermal runaway 

event from occurring including BMS control, and active 

cooling to internal components. Battery modules and 

cells have been listed to UL 1973. 

Should a thermal runaway event occur, additional 

mitigative measures (such as active Combustible 

Concentration Reduction System and passive 
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deflagration vent panels) are provided to prevent further 

propagation of failure throughout the system (see Section 

4.2 above for list of all consequence barriers). 

2. A mechanical failure of a 

nonelectrochemical ESS unit. 

Not applicable, as the Fluence Smartstack is an 

electrochemical ESS unit. 

3. Failure of any battery (energy) 

management system or fire 

protection system within the 

ESS equipment that is not 

covered by the product listing 

failure more effects analysis 

(FMEA). 

If a Pack-level BMS or sensing board fails within a 

Smartstack Pod, the System BMS isolates the affected 

pack or string to prevent abnormal conditions from 

spreading. If the System BMS itself fails, each module 

still retains localized sensing and Pack BMS logic 

capable of initiating corrective actions for voltage, 

temperature, or insulation faults. Loss of communication 

between the EMS and supervisory controls triggers a 

high-level alarm and automatically shuts down and 

isolates the ESS through the DCPM contactors. 

Additional passive and active electrical protections – such 

as fuses, MSDs, ground-fault detection, and high-speed 

contactors – operate independently of software to further 

contain failures. 

4. Failure of any required 
protection system external to 
the ESS, including but not 
limited to ventilation (HVAC), 
exhaust ventilation, smoke 
detection, fire detection, gas 
detection, or fire suppression 
system. 

The Fluence Smartstack utilizes explosion protection in 

the form of both active Combustible Concentration 

Reduction System (CCRS) to mitigate explosions and 

reduce the levels of flammable gases generated during 

abnormal operations, as well as passive deflagration vent 

panels to direct any potential overpressure upwards and 

away from and personnel or nearby structures. The 

system’s automatic detectors are monitored for faults and 

operation by the FACP and BMS separately.  

The container is provided with integral automatic smoke 

and heat detectors. The detectors are monitored by the 

site-level FACP, and should the detection systems fail, an 

automatic fault condition will be raised alerting system 

owner to abnormal conditions. Data from the BMS may 

be communicated to a Subject Matter Expert to provide 

guidance to the fire department in case of emergency. 

The container does not rely on an integrated fire 

suppression system (such as an internal water-based or 

aerosol suppression system) to mitigate the hazards 

associated with propagating thermal runaway. 
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4.3.1 Thermal Runaway Condition 

Thermal runaway is defined as the condition in which an electrochemical cell experiences 

a rapid, self-accelerating temperature increase that exceeds its ability to dissipate heat, 

resulting in uncontrolled internal reactions. This process can lead to off-gassing, fire, or 

deflagration if not contained. Thermal runaway may be initiated by internal manufacturing 

defects, external mechanical damage, exposure to elevated temperatures, electrical 

abuse conditions, or failures within protective control systems. Once initiated in a single 

cell, thermal runaway has the potential to propagate to adjacent cells or modules, 

increasing heat release, smoke generation, and flammable gas production, thus 

escalating the severity of the hazard. 

The Fluence Smartstack BESS incorporates multiple passive and active mitigation 

measures intended to reduce the likelihood of a thermal runaway event, consistent with 

the threat-side requirements of FCNYS Hazard Mitigation Analysis (HMA). These 

measures include a multilayer Battery Management System (BMS) that continuously 

monitors temperature, voltage, current, and insulation resistance; a liquid-based thermal 

management system that maintains stable operating temperatures; and active ventilation 

via the Combustible Concentration Reduction System (CCRS), which mitigates early-

stage off-gassing by maintaining hydrogen levels below 25 percent LFL. Threat scenarios 

evaluated include single-cell thermal runaway, multi-cell or module-level thermal runaway, 

and internal cell or module defects that may not progress to thermal runaway but may still 

result in off-gas release or localized overheating. 

Should thermal runaway occur within a module or Pod, the Smartstack employs multiple 

protective barriers designed to prevent propagation and limit consequences. These 

include non-propagation characteristics at the module and Pod levels, NFPA 68-rated 

deflagration venting to manage internal pressure rise, NFPA 69-compliant gas dilution and 

exhaust to limit flammable atmosphere formation, and automated system shutdown and 

isolation functions that remove electrical energy from the affected components. The 

combined operation of these features mitigates the likelihood of cascading cell failure, 

reduces the severity of potential fire or gas-hazard events, and supports the system’s 

compliance with hazard mitigation performance objectives. 

Figure 12. Thermal Runaway Condition Diagram 
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Table 3. Thermal Runaway Condition Barriers 

Barrier Barrier Description 

THREAT BARRIERS 

Battery Management System 
(BMS) 

An integrated Battery Management System (BMS) monitors 
key datapoints such as voltage, current, temperature, state 
of charge (SOC), and state of health (SOH) of battery 
system and cells, in addition to providing control of 
corrective and protective actions in response to any 
abnormal conditions if warranted. Critical BMS sensing 
parameters include over-voltage (single cell and total), 
under-voltage (single cell and total), over-temperature, 
under-temperature, cell balancing fault, insulation leakage, 
and other safety functions. 

Thermal Management System 

The Smartstack utilizes a liquid-cooled thermal management 
system that circulates a closed loop 50 / 50 water-glycol      
mixture through dedicated cooling channels to maintain stab-
le cell and module temperatures. Continuous temperature   
monitoring allows the BMS to derate power or isolate packs  
if thermal limits are approached. By ensuring uniform heat    
distribution and rapidly addressing hotspots, the system red-
uces the likelihood of temperature-driven degradation or        
thermal runaway.  

Cell Thermal Abuse 
Tolerance 

The system uses lithium-iron phosphate (LFP) cells tested 
under UL 1973 thermal abuse conditions, demonstrating 
resistance to elevated temperatures and reduced propensity 
for thermal runaway initiation. These cells maintain 
structural and electrochemical stability even during high-
temperature exposures, limiting the risk of rapid heat 
release. This inherent thermal robustness forms an essential 
passive mitigation layer before any active controls engage. 

Module Thermal Abuse 
Tolerance 

Battery modules are evaluated under UL 1973 thermal 
abuse testing to ensure that localized cell heating does not 
propagate to neighboring cells or modules. Structural 
design, insulation layers, and module geometry help contain 
elevated-temperature events within the initiating cell. This 
module-level containment reduces the probability of large-
scale propagation and supports compliance with system-
level non-propagation requirements. 

CONSEQUENCE BARRIERS 

See Section 4.2 above for list of primary consequence barriers. 

 

4.3.2 Failure of an Energy Storage Management System 

The loss, failure, or abnormal operation of an energy storage management system – 

including controllers, sensors, software logic, actuators, and communication pathways – 

can directly affect the ability of the system to monitor and control battery operations. The 
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Fluence Smartstack employs a hierarchical control structure that begins at the cell and 

module levels through Cell Sensing Boards (CSBs) and Pack BMS units, extends through 

the System BMS operating on the enclosure controller, and integrates with site-level 

supervisory controls. This architecture provides continuous system oversight and enables 

corrective actions when abnormal conditions occur. 

In the event of a failure affecting Pack BMS functionality, the System BMS maintains the 

ability to isolate the affected pack or string, preventing abnormal behavior from influencing 

other components. Conversely, if the System BMS experiences a fault or communication 

failure, each battery module retains internal sensing through CSBs and each Pack BMS 

can independently execute protective actions such as contactor opening, derating, or 

isolation in response to abnormal cell-level conditions. This distributed and redundant 

control hierarchy ensures that the loss of any single control element does not compromise 

the protective functions required to maintain safe system operation. 

To further prevent hazards stemming from energy storage management system failures, 

the Smartstack incorporates multiple passive and active fault protection features, including 

fuses, MSDs, high-speed DC contactors, insulation monitoring, and PCS-level protective 

functions. These hardware-based protections operate independently of software and 

ensure that electrical faults, overcurrent conditions, and isolation failures are rapidly 

detected and mitigated. In addition, the fire detection, CCRS ventilation, and deflagration 

venting systems continue to function under control-system failure scenarios through 

supervised circuits and UPS-backed power. 

Finally, if a system-level control failure coincides with or contributes to a developing 

thermal event, multiple barriers – including non-propagation design, Pod-level 

compartmentalization, and automated shutdown sequencing – limit the likelihood of 

propagation and reduce the severity of resulting fire or gas-hazard conditions. These 

measures collectively support compliance with HMA requirements by ensuring that 

failures within the energy storage management system do not lead to uncontrolled hazard 

escalation. 

Figure 13. Failure of Any Energy Storage Management System Diagram 
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Table 4. Failure of Any Energy Storage Management System Barriers 

Barrier Barrier Description 

THREAT BARRIERS 

Energy Storage Management 
System (ESMS) 

The Energy Storage Management System (ESMS) 
coordinates system-wide monitoring, control, and event 
response across all Smartstack components. It aggregates 
data from the System BMS, PCS, fire detection, and 
auxiliary systems to maintain operational stability and 
enforce protective limits. During abnormal conditions, the 
ESMS manages sequencing, alarms, shutdown commands, 
and system-level isolation to ensure safe, predictable 
behavior. 

Module BMS 

At the module level, dedicated sensing boards measure 
individual cell voltages and temperatures and communicate 
this data to the Pack BMS. These boards enable precise 
monitoring of localized conditions, early detection of cell-
level abnormalities, and targeted balancing across cells. 

System Shutdown / 
Disconnect 

Smartstack employs automated shutdown and disconnect 
functions that isolate batteries, disable PCS units, and de-
energize circuits during alarms or unsafe operating 
conditions. Commands originate from the Fire Alarm Control 
Unit, BMS, or ESMS and trigger the opening of high-speed 
contactors and protective relays. 

Passive Circuit Protection 
and Design 

The system incorporates passive circuit protection elements 
including fuses, insulation barriers, creepage / clearance 
spacing, and fault-tolerant mechanical layout. These 
features function without software or external power, 
providing guaranteed protection during high-current faults or 
internal short circuits.  

Cell Electrical Abuse 
Tolerance 

Cells are selected and tested to withstand electrical abuse 
conditions such as short circuit, overcharge, and 
overdischarge consistent with UL 1973 requirements. LFP 
chemistry provides superior resistance to electrical stress, 
minimizing heat generation and reducing the likelihood of 
internal failure during abnormal electrical events. 

Module Electrical Abuse 
Tolerance 

Modules undergo UL 1973 electrical abuse testing to ensure 
they can withstand short circuits, voltage excursions, and 
internal electrical faults without propagating damage. 
Module architecture uses protective materials and spacing 
to localize electrical failures and limit energy transfer 
between cells. 

CONSEQUENCE BARRIERS 

See Section 4.2 above for list of primary consequence barriers. 
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4.3.3 Failure of a Required Ventilation or Exhaust System, Smoke Detection, Fire 

Detection, Fire Suppression System, or Gas Detection 

The failure of the provided heat, smoke, or gas detection systems due to communication 

loss outputs an alarm signal to the FACP and BMS, and alerts personnel to inspect the 

detectors and make any corrective actions. While it is anticipated that the BMS shall still 

be capable of triggering the respective safety actions should the provided smoke or heat 

detectors fail, depending on the nature of the battery failure event, notification signals to 

the fire alarm control panel and central station may be directly impacted.  

The failure of the provided gas detectors may directly affect activation of the exhaust 

ventilation system, potentially allowing flammable concentrations of off-gases released 

during thermal runaway to accumulate within the enclosure, posing a serious deflagration 

or explosion risk should a source of ignition be provided.  

Failure of the exhaust ventilation system, independent of gas detection, may similarly 

result in the accumulation of large quantities of flammable off-gases within the enclosure, 

potentially leading to a deflagration or explosion event. This worst-case scenario presents 

a severe hazard to emergency responders and the mitigative barriers will shift from fire 

safety systems intrinsic to the system to facility siting and human factors including 

emergency response planning and fire department response. 

In the event of a failure of any one of these systems, proper response procedures should 

be established and provided in a site-specific emergency response plan. If BMS data is 

available via Network Operations Center, a more detailed understanding of the failure 

event and required emergency response procedures may be put together. Additionally, as 

noted in previous sections, strong facility siting may reduce direct impact to the 

surrounding areas. 

Figure 14. Failure of a Required Protection System Diagrams 

  

Table 5. Failure of a Required Protection System Barriers 

 Barrier Barrier Description 

THREAT BARRIERS 
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Battery Management System 
(BMS) 

An integrated Battery Management System (BMS) monitors 
key datapoints such as voltage, current, temperature, state 
of charge (SOC), and state of health (SOH) of battery 
system and cells, in addition to providing control of 
corrective and protective actions in response to any 
abnormal conditions if warranted. Critical BMS sensing 
parameters include over-voltage (single cell and total), 
under-voltage (single cell and total), over-temperature, 
under-temperature, cell balancing fault, insulation leakage, 
and other safety functions. 

System Shutdown / 
Disconnect 

Smartstack employs automated shutdown and disconnect 
functions that isolate batteries, disable PCS units, and de-
energize circuits during alarms or unsafe operating 
conditions. Commands originate from the Fire Alarm Control 
Unit, BMS, or ESMS and trigger the opening of high-speed 
contactors and protective relays. 

CONSEQUENCE BARRIERS 

See Section 4.2 above for list of primary consequence barriers. 

 

4.4 Analysis Approval 

Per 2025 FCNYS §1207.1.6.2, the AHJ shall be permitted to approve the hazard mitigation 

analysis as documentation of the safety of the ESS installation if the consequences of the analysis 

demonstrate the following: 

1) Fires will be contained within unoccupied ESS rooms or areas for the minimum duration 

of the fire-resistance-rated separations identified in Section 1207.7.4. 

2) Fires involving the ESS will allow occupants or the general public to evacuate to a safe 

location. 

3) Deflagration hazards will be addressed by an explosion control or other system. 

Table 6. Analysis Approval Requirements 

Compliance Requirement Comments 

1. Fires will be contained within 

unoccupied ESS rooms for the minimum 

duration of the fire resistance rating 

specified in NFPA 855 Section 9.6.4 

Not applicable. The Fluence Smartstack is 

intended for outdoor ground-mounted 

installations only and shall not be installed 

within any ESS rooms or structures. 

Additionally, it is noted that both laboratory and 

real-world data on large-scale BESS fires 

indicate that toxicity levels of associated 

products of combustion are much in line with 

that of typical structural fires. Additionally, 



 

Lincoln Park Battery Energy Storage System | Hazard Mitigation Analysis 29 

concentrations of any potentially toxic gases 

are expected to be highly diluted by natural 

ventilation of the open space area. 

2. Fires and products of combustion will 

not prevent occupants from evacuating 

to a safe location 

Compliant. The facility shall not be occupied 

except for maintenance purposes. However, in 

the event of a failure during maintenance, 

hazardous conditions are anticipated to be 

detected by the Smartstack BMS. 

3. Deflagration hazards will be addressed 

by an explosion control or other system 

Compliant. The Fluence Smartstack ESS is 

equipped with an explosion prevention system 

(automatic exhaust ventilation) designed to 

exhaust flammable gases before they are 

allowed to accumulate and create an explosive 

atmosphere within the enclosure. 
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5 Relevant Supporting Information 

5.1.1 UL 9540A Large-Scale Fire Testing 

UL 9540A (4th Edition) testing was performed for the constituent battery cell. Module and 

Unit and additional Large-Scale Fire Testing (LSFT) are currently being performed and 

respective test reports shall be provided upon issuance. 

Cell Level Test 

UL 9540A (4th Edition) Cell level testing was performed on the Envision Dynamics 

Technology (Jiangsu) Co., Ltd HC-L305B lithium iron phosphate (LFP) battery cell at UL 

(Changzhou) Quality Technical Service Co., LTD. in Jiangsu, China. 

Thermal runaway was initiated via external film heater rated at 220VAC / 429W, resulting 

in average cell vent temperature of 165°C and average cell surface temperature at thermal 

runaway of 235°C. Gas analysis of the gas generated from the well were identified as 

flammable. As these performance criteria per UL 9540A Clause 7.7 and Figure 1.1 were 

not met, Module level testing was required. 

Table 7. Cell Level Test Information  

Avg. Cell Surface Temperature 

at Venting 
165°C 

Avg. Cell Surface Temperature 

at Thermal Runaway 
235°C 

Gas Volume 167.7 L 

Lower Flammability Limit (LFL) 

at Ambient Temperature 
7.65% (vol in air) 

Lower Flammability Limit (LFL) 

at Venting Temperature 
6.84% (vol in air) 

Burning Velocity (Su) 68.13 cm/s 

Maximum Pressure (Pmax) 95.42 psig 
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Table 8. Cell Test Gas Measurements 

   

Figure 15. Highlights of Cell Testing 

 



 

APPENDIX A – DETAILED HMA DIAGRAMS AND BARRIER DESCRIPTIONS  

A.1 All Fault Conditions 

 

A.2 Thermal Runaway Condition 
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A.3 Failure of an Energy Storage Management System 

 

A.4 Failure of a Required Protection System 

  



 

APPENDIX B – HMA METHODOLOGY 

This Appendix serves as a supplemental write up for the overall Hazard Mitigation Analysis (HMA) 

and provides additional context on the Bowtie methodology used, as well as key definitions and 

concepts. 

ESRG utilizes the bowtie methodology for hazard and risk assessments, as is described in 

ISO.IEC IEC 31010 §B.21, as it allows for in-depth analysis on individual mitigative barriers and 

serves as a strong tool for visualizing the chronological pathway of threats leading to critical 

hazard events, and ultimately to greater potential consequences, as depicted in the figure below. 

This simple diagrammatic way of describing and analyzing the pathways of a risk from hazards 

to outcomes can be considered to be a combination of the logic of a fault tree analyzing the cause 

of an event and an event tree analyzing the consequences.  

The strength of the bowtie approach comes from its visual nature, which forgoes complex, 

numerical tables for threat pathways which show a single risk or consequence and all the barriers 

in place to stop it. On the left side are the threats, which are failures, events, or other actions 

which all result in a single, common hazard event in the center. For our model, many of these 

threats are the requirements of the fire code such as an unexpected thermal runaway. 

 

▪ Hazard Event / Top Event 

The hazard (or “top”) event – depicted as the center point in the middle of the bowtie 

diagram – represents a deviation from the desired state during normal operations (in this 

case, a thermal runaway or cell failure event), at which point control is lost over the hazard 

and more severe consequences ensue. This event happens before major damage has 

occurred, and it is still possible to prevent further damage. 

▪ Threats 

There often may be several factors that cause a “top event”. In bowtie methodology, these 

are called threats. Each threat itself has the ability to cause the center event. Examples of 

threats are hazardous temperature conditions, BMS failure, and water damage from 
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condensation, each leading to cell failure (the center event for many of the following bowtie 

diagrams for lithium-ion ESS failures). 

Threats may not necessarily address a fully involved system fire or severe explosion, but 

rather smaller, precursor events which could lead to these catastrophic consequences. 

Some threats occur without any intervention, such as defect propagation or weather-

related events, while others represent operational errors (either human or system-

induced). Often threats may also be consequences of even earlier-stage threats, 

spawning a new bowtie model that includes the threat at the center point or right side of 

the new bowtie. The diagrams that follow include careful selection and placement of each 

of the elements to best capture the perspective of system owners and operators 

responsible for ensuring safe operation. 

▪ Consequences 

Consequences are the results of a threat pathway reaching and exceeding its center 

event. For the models described here, the center events were selected as the event in 

which proactive protections give way to reactive measures mostly related to fire protection 

systems and direct response. As the center event then is defined as either “cell failure” or 

propagating cell failure, the consequences in the models described assume a condition 

exists in which flammable gas is being released into the system or a fire is burning within 

the system. 

Consequence pathways include barriers that may help to manage or prevent the 

consequence event. Threat pathways are often consequence pathways from a separate 

hazard assessment, as is the case with thermal runaway. In other words, thermal runaway 

may result from many different threats at the end of a separate hazard pathway (if not 

properly mitigated) and may also be the threat that could result in several other 

consequences. The task force identified a set of common consequences representing 

areas of key concern to utilities, energy storage system operators, and first responders. 

▪ Barriers 

In order to control risks, mitigative “barriers” are placed to prevent propagation of failure 

events across the system. A barrier can be any measure taken that acts against an 

undesirable force or intention, in order to maintain a desired state, and can be included as 

proactive threat barriers or reactive consequence barriers. 

Each barrier in these models is more indicative of a concept that may include a single 

approach or may consist of a complex series of combined measures. Similarly, the 

analysis may not include barriers required to prevent the threats at the far left of the 

diagram (which would be placed even further left) to ensure the models do not extend 

infinitely, though the incorporation of these variables into site-specific safety evaluations 

may provide additional benefit. This list does not contain all possible solutions and in some 

designs, these barriers may not exist at all. Many of the same barriers apply to a number 

of threats. 
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Barriers may mitigate hazards or consequences in a variety of ways. For example, 

common barriers to thermal runaway include active electrical monitoring and controls, 

redundant failure detection, and even passive electrical safeties (such as over-current 

protection devices and inherent impedances). Should these systems fail to detect the 

threat, shutdown the system, or otherwise prevent thermal runaway from occurring, the 

hazard may persist. 
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APPENDIX C – REFERENCED CODES AND STANDARDS 

▪ 2025 New York State Fire Code §1207 Electrical Energy Storage Systems (ESS) 

▪ 2023 NFPA 855 Standard for the Installation of Stationary Energy Storage Systems 

▪ UL 9540 Standard for Energy Storage Systems and Equipment (2nd Ed.) 

▪ UL 9540A Standard for Test Method for Evaluation Thermal Runaway Fire Propagation in 

Battery Energy Storage Systems (4th Ed.) 

▪ UL 1973 Standard for Batteries for Use in Stationary and Motive Auxiliary Power 

Applications (3rd Ed.) 

▪ UL 1741 Standard for Inverters, Converters, Controllers and Interconnection System 

Equipment for Use with Distributed Energy Resources (3rd Ed.) 

▪ NFPA 68 Standard on Explosion Protection by Deflagration Venting (2023 Ed.) 

▪ NFPA 69 Standard on Explosion Prevention Systems (2024 Ed.) 
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